feeping 


» Repairs and 


maintenance 240/26 


Contents 


pes Ay alg MOEA LETT LOL Tey ee Eee eS ed oa 2 
Ee ee ee eee Oe re Henne ANY: 5 
Service procedures 
Replacing steering column or siteering lock ..................4.. A1-A43. 9 
Manual steering gear, removal ............... 0c c eee eee teen eee B1-B6 16 
Steering gear type Cam Gear: 
DIBRGRETTICNY Maceca c sestie Aiouie aa cd al sree TERM AA ene Ca Rana C1-Ci3S. 17 mH 
NIGRVTION tard atsracsrdda tras nh oid coheed eae Reis paunip eee aeons 21 
PASSION sivctaiy ohn ave’ vqxcisra-ers Rha ately ier pomp ceetipspoe Sms een aG STD #/ ACHAT URTR NA D1-D21 22 
Steering gear type ZF: 
LRGRQBORTIENY cos ccisra nites os hisses sie awe ctanae aula ouieleabclaledaewaddmaalie E1-E12 27 
WASRUMUONT Bs oe as Sir as vitae cawaele sencnea pen cea eea be CMa eR ee 30 
PRM, BAS ATER Soe COND SLA Siw NS RA Main TR MIEN TK TE ROE F1-F20 31 
Manual steering gear, installation ..........................0405. G1-G8 36 
Power steering gear, removal ............. cc cece eens H1-H8 38 
Power steering gear type Cam Gear: 
EIAETT ra ire re cP atc a Reis ori (ors ath Pleven doh DR UR y grag's Gpres ea dsb 11-125 40 
SARSORUHCION oc Pee tia ib otitis a cask are sloasiss Riek aU bio Dace vp imsal nie(wijalsle aad ve 47 
PISDGTII oii s's Bate d.a gota dtee on aaa sae man abled hls ISG Rawb tala aceuia J1-J52 49 
MILLER Sore rcyarn grein bi ois oa vise ye. mwiovohe ere, ola are Ata efeiais\o\aaiaaiei wip: oMb K1-K6 61 x 
PREIS R NET EMER IONE ence oteivie.aluicsroie a Vie Sidale ler phelsekls Win oiaryibb lone wala K7-K27 63 
WISTOUATION UOTE VUGE  cicinic.cieisidse civ & ahve slaty widleleraenibveaNlwie oviagieleeies's K28-K39 68 
Power steering gear type ZF: 
GHBCKITEODEMEGO fa. ais caries Wak COs Rav slsarhereck giicates vii hile rina utp arated L1-L6 71 ry 
Power steering pump Saginaw: 
LOR SAITEND oath) Po. sete dhe sree leon dts vl ose aaity der Wiehe emt a eine Nieaincy arabs M1-M11 73 
PRIA ERAS Beaty care leva toe eneitr eeu te.o aruin ora WF ete Ines aretttxere ete cereieiolareure’y 76 
PRSERVEM OUND Ch ale Volar 0 cr dein inten alten Sector or cial wie aia lie nv aleie nie tives minieiciaine N1-N12 77 
Power steering pump ZF: a 
DIMBREOITNV  Zhiis von owed has binds Ce Miah aeGias OTe e RoE aS ORAS aR 01-09 80 
LES Uo ARE ee a ee eee Eee roren par ice Ieee ite eee 83 
PRON Cala ha tiie eg ace 80d AAA SDE EA AD RAR RCD SO' Eon cone ee P1-P14 84 


TP 30001/3 


4500.8.84 
Printed in U.S.A. 


We reserve the right to make alterations 


© 1984, VOLVO OF AMERICA CORPORATION 


Group 64 


Steering 
1975- 


Sd 


power steering pump 


ee Tul 


<<» 


Ly = ’ 
Sy» \ 
[eames } <y 
ie sx 
“Yee 
S — =) 


fr 

ont axle member VOLVO PARTS 
1 060 19748 
(107:1) 


Specifications 


Specifications 


Front end alignment a 


Vehicles unloaded 


Toe-in 129581 e 
The toe-in should be set as follows: 
Manual 45 + 16 mm|3.5 + 1mm |2.5 + 1 mm 
steering i 
3/16": 1/16"|9/64"+1/32") 3/32"°+1/32" 
3.0 + 15 mmj2.0 + 1 mm | 1.5 + 1 mm 
steering 
1/8°+1/16" |5/64"°+1/32"| 1/1641/32" @ 


Vehicle should not be loaded. Measurements must be made at center (hub) height. a is an angle, read 
on certain instruments. A, B, and C refer to tire outer diameter, tire inner shoulder and rim, respectively. 


Caster (not to exceed 1/2° difference between sides) ............ +2° to +3° 
WILT, UN, BEMOUWNE aio sacs hic 5s. sv stan siecwaaa'sd shade dannes cbeer ee +3° to +4° 


Camber (difference not to exceed 1/2° between left and right side) +1° to +112° 
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Manual steering gear, Cam Gear 


FANUIOS, (20 a nee earn dates wc cots cicheadcraehh ont 


RRs SMU IMNOTR nce disesiece see anc wae nD Peat al itas'e a wcta ove 
shims available 
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Clearance between pre-tensioning piston and cover . 
Shims available 


ee 


Pre-tension pinion to rack 


Lubricant (grease) 
Quantity 


ee 
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Pre-tension pinion to rack 
Lubricant 
Quantity 
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PAM akan crater Steet ATR Nii wa MOR Eec Fieotior so Eas 


RUS OURS a Ma abo 05 oo ods vale een as eye Dewnge 
Pinion: gaskets for pinion pre-tension ..............655 
Clearance between pre-tensioning piston and cover .... 
Shims available 


ee ee er eo 


Pre-tension pinion to rack 
Checking balance: 

— Power pump pressure 
— at torque reading 
Difference between sides must not exceed 


es 


ey 


ee 


Lubricant ("Lubricant for steering gear’) 
Quantity 
Power pump oil 
Quantity: integrated oil reservoir 

separate Oil reServOir ... 6... ccc eee ee ee eee 
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Specifications 


4.34 


0.004" 


0.002-0.15 mm 
0.127 mm 

0.254 mm 

0.381 mm 

0,508 mm 

0.6-1.7 nm 

Volvo P/N 1161001 
75 grams 


0.0008-0.006" 


0.44-1.25 ft.lb. 


2.5 oz. 


Rack and pinion 


4.34 

21.4:1 

0.6-1.7 Nm 0.44-1.25 ft.lb. 
Volvo P/N 1161001 

75 grams 2.5 oz. 


Rack and pinion 
3.5 


x | 

P/N 1206931, 1206934 
0.05-0.15 mm 0.002-0.006" 
0.051 mm 

0.089 mm 

0.127 mm 

0.254 mm 

0.9-1.7 Nm 8-15 in.lbs. 
1.2 MPa 170 psi 
3.5-5.0 Nm 30-40 in.lbs. 
1.0 Nm 0.73 ft.lb. 
Volvo P/N 1161001-1 

0.2 liter 0.2 qt. 
ATF 

0.7 liter 0.65 qt. 
1.2 liter 1.1 qt. 


Specifications 


Power steering gear, ZF (Fixed Valve Housing) 
Checking balance: 


— NEN ED EWU ooo. a vase c cia eeicidie-e v oceasods we'eie 2.0 MPa 
SEPM ECMCMMS FOCMENS 04) 6)x)0\k 0 0's 0 0's 63 0,0/0,0.di0 waive onleieee hee 4-5.5 Nm 
Difference between sides must not exceed ............ 0.5 Nm 


Power steering pump, ZF 


eo Sue se ciel eR RR SE Se eles mech iy See Soe Vane pump 
PAK: PRESEUTG, OOTY DOG: 6 6iscssacsenaseeuschomseti os 7.5 MPa 

MBO EOE, i aS os aa s,s sharers oe ee ee 5.8 MPa 
Theoretical capacity at 500 rpm ........ 0... cece cece ee 6.65 liter /min 
CRINGE: cia bica reste tadkhharwewm ver cr occenavn ster it Belt drive 
Drive ratio, engine to puMpP .............cccee eee eceee 1 


Lb ye rei Pick Mise Oe See rice oe ete s\n rg Vane pump 
VIAN. EN OMMUINE Se share ciiinre Chae eA OD ccs NOIR eon Penuan 5.5-7 MPa 
Theoretical capacity at 500 rpm ..............22.0000- 5 liter /min 
ING rede ng stave b0db 4 sleep IRE RAEN Oe Sd owbdea ees Belt drive 
Drive ratio, engine to pump ...........c.ccceueeeeeees 1:0.9 
Torques 

Steering Nm 
Steering wheel center nut ............-cnceeeeeceeeeee 60+15 
Screws, steering column attachment ...............56- 20+5 
Screws, steering shaft rubber coupling ................ 20+5 
Screws, steering shaft joint .............0..0.e0eee eet Eee ant 
Screws and nuts, steering gear to front axle .......... 20+5 
Met tel od te ‘ball iOint) ..205.. .<medeuke 2c.cveW aS ules 70+10 


Manual steering gear, ZF 
Pandy FA gs alana sale uiebiacets buy usem ceases aaeteurees 24+2 


Manual steering gear, Cam Gear 


SOLOS DEMON CONG ccrus cn atadh wate tnal oe 08. 6a hla 19+2 
Screws, pre-tensioning device cover .................5 19+2 


Power steering gear, Cam Gear 


Screws, pre-tensioning device cover .............e000s 19+2 
Screws, upper pinion COVEr ....... cscs ccn cw necsocenes 1942 
Screws, lower pinion cover ............0.eecceeeveeees 19+2 
Lock screws, outer tube to housing ..............2.005 19+2 
LOCK: PNG | aie iw wieeiated aac wea peu Pelwalsnis ena cioeis ara 1441 
Fittings, pressure hoses and return hoses ............. 42+7 
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285 psi 
35-40 in.lb. ~o 
4.4 in.lb. 


1070 psi 
820 psi 


6.24 qt/min » 


780-995 psi 
5.3 qt/min 


ft.lb. a 


4411 
1444 
14+4 


17+4 


1444 © 
5147 , 
aaa “ 


14+1.5 
14£1.5 


14+1.5 
14+1.5 


14+1.5 ; 
14+1.5 
10+0.75 

30+5 


Special tools 


Special tools 


When ordering tools, put 999 in front of 4-digit 
tool number. 


Standard handle 
Bearing puller 
Steering wheel puller 
Work stand 

Drift 

installing seal 

Drift 

installing seal 

Drift 

installing rack bushing Cam Gear 
manual steering gear 
Puller 

rack bushing 

Puller 

tie rod end 

Fixture 

steering gear overhaul 
Puller 

for bearing 

Drift 

installing bearing 
Sleeve 

adjusting balance 


——— 


1810 Standard handle 


1819 [Bearing puller 


Puller 

bearing and seal 

Drift 

installing bearing 
Adapter 

checking pinion torque 
Cover 

adjusting balance 


Pressure gauge 
balance and oil pressure 


Sleeve 

installing seal 
Wrench 

lock nut, pinion upper bearing, 
ZF steering gear 
Nipple 

checking balance 
Nipple 

checking balance 
Adapter 
checking balance 
Adapter 
installing cover 


Torque gauge 
6 Se 


2263 Steering wheel puller 


Group 64 
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Special tools 


L 


2520 Work stand 2734 Drift 2863 Drift 
5046 Fixture installing seal installing seal 
steering gear overhaul 


2993 Drift 4078 Puller 5043 Puller 
installing rack bushing, irack bushing tie rod end 


Cam Gear C 


5047 Puller 5048 Drift 5049 Sleeve i 
for bearing installing bearing adjusting balance 
Group 64 


6 Steering 


Special tools 


| 5051 Puller 5052 Drift 5053 Adapter 
bearing and seal installing bearing checking pinion torque 
9177 Torque gauge 


5054 Cover 5055 Pressure gauge 5056 Sleeve 
adjusting balance balance and oil pressure installing seal 
5175 5176 Nipples 
checking balance 


114 502 | 


5119 Wrench 5179 Adapter 5182 Adapter 
y lock nut, pinion upper checking balance installing cover 
bearing, ZF 
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Steering column, 
steering 


Steering column, 
steering lock 


° Replacing steering column or steering lock 


Special tools: 


2263 Steering wheel puller (1976-1978) 
Deep thin wall socket (1979-) 


Al 
Disconnect the battery ground cable. 


A2 


Disconnect the upper joint from the 
upper and lower steering shafts. 


Use a screwdriver to open the flange joint so it 
comes loose from the upper steering shaft. 


A3 
Remove the steering wheel. 


Use a screwdriver to pry loose the steering wheel 
pad, 


Use steering wheel puller 2263 to remove the steer- 
ing wheel, Do not knock on the steering wheel or 
puller as this may deform the crumple-zone unit in 
the upper section of the steering shaft. 


Note: from 1979 year Model no puller is needed. 


Use a deep thin wall socket to remove the steering 
wheel nut and pull the steering wheel UP. 


A4 
Remove upper and lower column covers. 


A5 
Remove the retainer for the wiper and 
turn signal switches. 


Disconnect the connector for the wiper switch. Re- 
move the two screws for the switch retainer. Lift 
the retainer up over the shaft end. 


A6 


Remove the panel under the instrument panel. Re- 
move the side panel at the center console. 
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Steering column, 
steering lock 


A7 
Disconnect the connector at the steering 
lock. r 
> A8 
Remove the steering lock retaining 
screws. 


Drill holes in the screw centers. Use fitting screw 
extractor to remove the screws. 


Remove the defroster hose. 


A110 


Remove the lower retainer bracket for ¢ { 
the steering column. 


All Ct 
Remove the steering column. 


Push it forward to disconnect the rubber seal. Then 
lower it and pull it out. 


Al2 
Remove the steering lock . 


Use the key to unlock the lock. Remove the retaining 
screws, 
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113 230 


Steering column, 
steering lock 


Al3 
Check the steering column. 


Check that the upper crumple zone is intact. Its up- 
per end (A) should not move axially in relation to 
the lower end (B). 


The overall length of the steering column should 
be: 


Models: 
1976-1978 68941 mm = 27.126"+0.04" 


1979- 70441 mm = 27,717"=0.04" 


Al4 
Install the steering lock . 


Position the lock so that the distance between the 
lock upper part and the end of the tube is 97 mm 
= 3.82". 


Als 
Check the two plastic guides. 


They must be provided with spacers and turned 
so that the washers are DOWN. 


Al6 


Position the steering column. 
Screw in the shearing bolts but do not tighten. 


Steering column, 
steering lock 


Al7 
Install the lower attachment. 
First fit the rubber spacer and then the clamp. 
Do not tighten the screws fully. 


Als 
Adjust the steering column position. 


The lock should be 15+1.5 mm = 0.59'"°+0.06" 
from the dashboard, Measure at position Il on the 
lock. 


Alg 
Check position of steering column. 


The steering column must not contact the upper 
attachment plastic guides as this can cause noise. 


If the steering column is incorrectly positioned, 
adjust the dashboard beam location. Release the 
beam retaining screws, adjust the beam to correct 
position and tighten the retaining screws again. 


A20 
Tighten the upper attachment. 
DO NOT shear the shearing bolts at this moment. 


A217 
Tighten the lower attachment. 
Torque 20+5 Nm = 1424 ftlbs. 


Position the defroster hose. 


2 


Steering column, 
steering lock 


A23 
Position the rubber seal on the dash- 
board. Loosely fit the upper joint on the 
upper steering shaft. 


A24 
Attach the lower steering shaft flange 
to the upper joint. 
Torque: 2345 Nm = 17+4 ft.lbs. 


A25 
For 1979 and later Models 
and for 1978 Models equipped with ZF power 
steering gear: 


Check steering shaft . 


Following any repair to the steering shaft. 
The distance A between the upper joint and the 
shoulder on the lower steering shaft should be: 
when checking 10-19 mm = 0.40-0.75" 

15 mm = 0.60" 
If incorrect, the distance should be adjusted as fol- 
lows: 


A26 
Pull up the protection for the lower joint. 
(Not power steering equipped.) 


A27 
Loosen the joints. 


Loosen the screws B at the lower joint and C at 
the upper joint just so much that the screw head 
comes free from the joint. 


A28 
Adjust the distance A. 


Move lower shaft up or down, Be careful not to 
change the position of the upper steering shaft as 
it will influence the distance between the steering 
wheel and the covers. 


A29 
Retighten the joints. 
Torque: 23+5 Nm = 17+4 ftlbs. 


Refit the lower joint protection (not vehicles with 
power steering). 


Steering column, 
steering lock 


128 508 


A30 


Adjust distance between steering wheel 
and steering wheel cover. 


Operations A25-A29 must be completed. 


A31 
Pull up the protection for the lower joint. 


A32 
Loosen lower joint. 


Loosen the screw B at the lower joint just so much 
that the screw head comes free from the joint. 


A33 
Adjust distance E. 


Move the lower steering shaft to obtain a clearance 
of 1-2 mm = 0.04-0.08" between the steering 
wheel and the covers, 
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A34 
Retighten the joint. 
Torque: 23+5 Nm = 172+4 ftlbs. 
Refit the lower joint protection. 

A35 


Attach the switch retainer. Reconnect 
the wires. 


Use one of the retaining screws to attach the ground 
wire. 


A36 
Reconnect the wire connector. 


A37 


Install upper and lower steering column 
covers. 


¢ 


o ¢ 


Steering column, 
steering lock 


A38 


Position spring seat and spring. Install 
the steering wheel. 


Observe correct steering wheel spoke position. 
Torque 60415 Nm = 44+11 ft. Ibs. 


116 199 


A39 
Shear the shearing bolts. 


A40 


Install side panel and panel under the in- 
strument panel 


A41 
Tighten the screw for the upper joint 
flange. 
Torque: 25+5 Nm = 18+4 ftlbs. 
' ad A42 


Reconnect the battery ground cable. 
Test operation. 


A43 


/, \ Remedy in case of rattle at the steering 
/ shaft bearings. 


a AD The bearing pre-tension should be increased by 


l ar lim \ a installing one (in severe cases two) washer on top 
fie Pe \ ) } h  \. of the spring. 
— iG | \ \ \\\ } }) \ 
\ Wor \ \ \ \\\ Za | Use steering wheel puller 2263 for 1976-1978 


= Models. 


| For 1979 Models and on a deep thin wall socket 
Ni | ve is used to remove the steering wheel nut. The steer- 

» a D2 ing wheel can be removed without steering wheel 
* YOING puller. 
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Manual steering gear 
Removal 
Manual steering gear ° 
Removal 
Special tool: 


5043 Tie rod end puller 


OS 


Disconnect the steering shaft flange at 

the steering gear. 

Remove the clamp screw. Use a screwdriver to open 

the flange. ¢ 


Late versions have a plastic protection cover for the 
joint. Push it up to gain access to the lower joint. 


62 ff 


Place the front end on stands. 


B3 
Mark and remove the front wheels. v 
Mark the rim relative to the screws to avoid 
re-balancing. 
| 
84 


Disconnect the tie rod ends. 


Remove the retaining nuts. Use tool 5043 to 
disconnect the tie rod ends. 


Group 64 
16 Steering 


126 427 


Manual steering gear, Cam Gear 
Disassembly 


BS 


Disconnect the steering gear at the front 
axle beam, 


First remove the splash shield under the engine. 
Save rubber spacers and plates. 


B6 


Disconnect the steering gear at the 
steering shaft flange. Remove the 
steering gear. 


Save the dowel pins. 


” Steering gear type Cam Gear 


Disassembly 


Special tools: 
2520 Work stand 
2734 Drift 


» 4078 Puller 
5046 Fixture 
5047 Drift 


Cleanliness 
CAUTION 


Do not allow dirt or foreign matter to come in contact 
with power steering components. Contamination will 
cause malfunction of the system or leaks causing 
unnecessary repairs. 

Repairs to the power steeing system should be ac- 
complished in a dirt and dust free area. Clean com- 
ponents thoroughly before disassembly. 


C1 
Install the steering gear on a stand. 


Use stand 2520 and fixture 5046. Use the U-bolt 
from the vehicle. 


Steering 17 


Manual steering gear, Cam Gear 
Disassembly 


126 397 


C2 
Clean the exterior of the steering gear. 


Check inner and outer joints for wear. 


ao © 


Disconnect the rubber bellows at the 
steering gear housing. 


Early type steering gears: collect the oil in a pan. 


at dd i i 
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C4 
Bend up locked portion of ball joints. 


Use a narrow chisel. 


C5 
Remove both tie rod ends. 


Use a 18 mm = 23/32” wrench to hold the rack 
on the outermost tooth. 


Use a 32 mm = 1-9/32" wrench to turn the ball 
joint. 


Manual steering gear, Cam Gear 
. Disassembly 


C6 


Remove the cover for the pre-tensioning 
device. 


C7 
Remove spring, piston and O-ring. 


No O-ring on steering gear lubricated with grease. 


C8 
Remove pinion cover. 


cg 
Remove pinion and spacer sleeve. 


Manual steering gear, Cam Gear 
Disassembly 


iin Win: C10 
| | Pull out the rack toward the pinion side 
of the steering gear. 


C17 
Remove rack bushing. 
Use puller 4078. 
Remove pinion lower bearing. 
Use puller 5047 or 1819 as applicable. 
C13 


Clean, check, replace parts. 
Always replace rack bushing and seals. 


Replace both pinion bearings if they are early type. 
Late type bearings are equipped with plastic ball 
retainers which prevent steering gear seizure. 


Manual steering gear, Cam Gear 
/lustration 


Steering gear 
Cam Gear 
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Manual steering gear, Cam Gear 


Steering gear type Cam Gear 


Assembly c 
Special tools: Lubricant: 
2734 Drift Grease P/N 1161001-1 (approx. 100 grams = 3.5 
2993 Drift oz.) 


5048 Drift t 
5053 Adapter 
9177 Torque meter 


ay | 


Install the rack. | 


Position bushing so that locks align to housing slots. 
Use drift 2993 to install the bushing. 


Install pinion lower bearing. 
| Use drift 5048. 


D3 
Position pinion and upper bearing assem- 
bly in the housing. 
Note: no shims on the upper bearing. 
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Manual steering gear, Cam Gear 


D4 


Position the spacer sleeve on top of the 
bearing. 


D5 


Install the cover. Use dial gauge to 
measure pinion end play. 

The cover should be installed with gasket and with- 
out seal. 


D6 
Remove the cover. Remove the pinion. 


D7 


Determine amount of shims. 


The shim thickness should equal the measured end 
play, plus 0.1-0.0025 mm for pre-tensioning. 


Install pinion cover seal. 
Use drift 2734. 
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Manual steering gear, Cam Gear 
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bg 
Lubricate rack, pinion and bearings. 


Use approx. 75 grams = 2.5 ozs. of Volvo P/N 
1161001. Lubricate the parts carefully. Fill excess 
grease in the rubber bellow. 


D10 
Install the rack. 
Insert the rack from the pinion side. Be 


careful not to damage the bushing by the 
rack teeth. 


Di1 
Position the rack. Install the pinion. 
Adjust the rack to protrude 72 mm = 2-7/8". 


install the pinion. The pinion should have one of 
the three positions shown. 


125 416 


D12 
Install shims and spacer sleeve. 


The shims should be located between the upper 
bearing and the spacer sleeve. 


126 408 


DI3 
Install pinion cover with gasket. 
Torque: 19+2 Nm = 1421.5 ftlbs. 
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Manual steering gear, Cam Gear 


126 417 


D14 
Install the pre-tensioning piston in the 
housing and determine clearance. 
The piston should be without O-ring and spring. 


Use feeler gauge and ruler to determine the clear- 
ance from the piston end to the housing surface. 


Move the rack from end to end and measure at 
the position where the largest clearance is obtained. 


D15 
Determine shims and gasket. 
Shims and gasket should together equal 
determined clearance plus 0.05—0.15 
mm = 0.002—0.006.” ; 

D16 


Install spring and O-ring in the piston. 
No O-ring on steering gear lubricated with grease. 


¥26.401 


D17 
Install cover with shims and gasket. 
Torque: 192 Nm = 14-1.5 ft.lbs. 


Manual steering gear, Cam Gear 


D18 
Check pinion torque. 


Use adapter 5053 to attach torque meter 9117 
to the pinion shaft. Crank back and forth between 
end positions. 


Torque: 0.6-1.7 Nm = 5-15 inilb. 


If torque in any place is excessive, stop rack in that 
position and readjust pretensioning device. 


If rack jams with the pre-tensioning device removed, 
it is warped and should be replaced. 


MMS, j 


D19 
Attach the steering rods. 


If using the old rods, swap left and right side rods 
to obtain new position of the lock. alternately, a 
washer max. 0.25 mm = 0.01" can be placed be- 
tween the rod and the rack. 


Use a 18mm wrench to hold on the outermost 
tooth of the rack. 


Use a 32 mm wrench to turn the nut. 


D20 
Lock the ball joint. 


Punch the ball joint edge into the rack groove, 


Group 64 
26 Steering 


D21 


Attach rubber bellows. 
Attach outer ball joints (if removed). 


al 


e| 


Manual steering gear ZF 


Steering gear type ZF 


Disassembly 


a Special tool: Cleanliness 
5119 Wrench 
Do not allow dirt or foreign matter to come in contact 
with power steering components. Contamination will 
cause malfunction of the system or leaks causing 
unnecessary repairs. 
Repairs to the power steering system should be ac- 
complished in a dirt and dust free area. Clean com- 
’ ponents thoroughly before disassembly. 


Fl 
Clean the steering gear exterior. 
Install the steering gear in a vise. 
Check the ball joints. 


Use a vise with soft jaws. 
Check inner and outer ball joints for wear. 


E2 


Remove the rubber bellows. 
Bend up the steering rod locks. 


The rubber bellows are held in place by 
flanges. Use hands to pull them loose. 


E3 
Remove the steering rods. 


Use a 22 mm = 7/8" wrench to hold on the outer- 
most tooth of the rack. 

Use a 27 mm = 1-—1/ 16" wrench to unscrew the 
joint. 
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Manual steering gear ZF 


£4 


| Remove the dust seal over the pre- 
tensioning device. 


£5 


Remove the cotter pin. 
Remove the cover, 


Use wrench 5119. Save the spring inside the cover. 


£6 
Remove the pre-tensioning piston. 


Removal might be facilitated by knocking rack with 
palm. 
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£7 
Remove pinion dust seal. 
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Manual steering gear ZF 


£8 
Remove the pinion nut. 
Use wrench 5119. 
First remove any lock installed. 

E9 


Remove the pinion. 


Clamp the pinion shaft in a vise with soft jaws. Tap 
lightly on the housing with a plastic-tip mallet. 


E10 


Remove the rack. 
Remove the rack bushing. 


Press in the locking tabs, Use a narrow screwdriver 
to pry out the bushing. 


E11 
To replace the pinion bearing: 
Remove thrust washer and lock ring. 
Press loose the pinion bearing. 

E12 


Clean all parts. Check for wear. 
Replace all O-rings and any worn parts. 


Manual steering gear ZF 


Steering gear 
ZF 
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Group 
30 Steering 


NN VOLVO PARTS 
I 060 23324 


Manual steering gear ZF 


* Steering gear type ZF 


Assembly 
Special tools: Lubricant: 
: 5053 Adapter Grease P/N 1161001-1 


5119 Wrench 
9177 Torque meter 


Fy 
Press the bearing onto the pinion. 

F2 
Install lock ring and thrust washer. 

F3 


Install new O-rings on the rack bushing. 


F4 
Install the rack bushing. 


Make sure the locking tabs of the bushing fit 
correctly in the housing recesses. 


Manual steering gear ZF 


F5 
Lubricate and install the rack. 


Use grease P/N 1161001. m 


Insert rack in pinion side of housing. Be 
careful not to damage the bushing with the 
rack teeth. 


F6 
Lubricate the pinion. 
Fill the bearing with grease. 


F7 
Position the rack. Install the piston. 
Adjust the rack to protrude 73 mm = 2.874". 


Install the pinion. It should have one of the positions 
shown. 


ra Oo 


Install a new O-ring in the pinion nut. 
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Install lock plate and pinion nut. 


Use wrench 5119. 
Torque: 24+2 Nm = 1721.5 ft.lbs. 


Lock plate should always be used, also if it was ' 
missing at disassembly. Lock the lock plate tab. 
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Manual steering gear ZF 


F10 
Fill grease and install the dust seal. 


Fill the space on top of the nut with the grease, 
P/N 1161001. Install the dust seal. 


Install a new O-ring on the pre-tensioning 
piston. 


” ay fF 
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F12 
Lubricate the pre-tensioning piston. 
Install piston and spring. 


FI3 


Install the cover for the pre-tensioning 
piston, 


Use wrench 5119. Do not tighten the cover fully. 


Manual steering gear ZF 


F1l4 
Check pinion torque. 


Use adapter 5053 to attach torque meter 9117 
to the pinion shaft. Crank back and forth between Mm 
end positions. 


Torque: 0.6-1.7 Nm = 5-15 in.lb. 


Tighten the pre-tensioning piston cover to obtain 
correct pinion torque. f 


If the rack jams with the pre-tensioning piston re- 
moved, it is warped and should be replaced. 


ns ™ = 


Use a cotter pin to lock the piston cover. 
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Fi6 @Mm | | 


Install the dust seal. 


Fie 
Lubricate the steering gear. 


Crank out the rack fully. Fill teeth spaces with grease 
P/N 1161001. Crank in the rack. 


Repeat this procedure. 
Fill excess grease in the rubber bellow. 


This procedure in addition to previous lubrication 
of parts will result in a grease charge of approx. 
75 g = 2.5 ozs. 
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Manual steering gear ZF 


F18 
Install steering rods, 


Use new lock washers, Use a 22 mm = 7/8" wrench 
to hold on the outermost tooth of the rack. 


Use a 27 mm = 1-1/16" wrench to tighten the 
joint. 


F19 
Lock the washers. 


F20 


Install the rubber bellows, 


Manual steering gear 
Installation 


Manual steering gear 


Installation on vehicle 


irs er EE ee eS RE ee Se aed 
G1 
Prepare the steering gear for installation. 


Install the rubber spacers and plates at the steering 
gear attachment points. 

Remove the dowel pins if a new steering gear with 
dowel pins should be installed on a vehicle without 
holes for the dowel pins. 


G2 
Position the steering gear. 
Guide the pinion shaft in. 

G3 
Attach the steering gear to the front axle 


member, 


Make sure the U-bolts are aligned in the plate slots. 
Install flat washers and nuts. 


Torque: 20+5 Nm = 14+4 ft.lbs. 
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Manual steering gear 
Installation 


G4 
Install the splash shield under the engine. 


G6 


Attach the steering rods to the steering 
arms. 


Torque: 60+10 Nm = 44+7 ft.lbs. 


G6 
Install front wheels, lower vehicle. 


Use the marks to install the wheels on previous 
locations. 


Torque: 120+20 Nm = 88+15 ftlbs. 


G7 
Tighten the steering shaft joint. 
Torque: 25+5 Nm = ft.lbs. 


Check/adjust the steering gear according to 
instructions in op. A25-A34, this manual. 


G8 
Check/adjust toe-in. 


Use rust protective oil to protect the steering rod 
threads, 


Lock nut torque: 
70+10 Nm = ftlbs. 
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Power steering gear 
Removal 


Power steering gear 


Removal 


Special tool: 
5043 tie rod end puller 


the steering gear. 


Remove the clamp screw. Use a screwdriver to open 


H1 
Disconnect the steering shaft flange at 
the flange. 


H2 
Place the front end on stands. 
Use the front jack supports. 


| 


Mark and remove the front wheels. 


Mark the rim relative to the screws to avoid re- 
balancing. 


H4 
Disconnect the tie rod ends. 


Remove the retaining nuts. Use too! 5043 to dis- 
connect the tie rod ends. 
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Power steering gear 
Removal 


H5 
Remove the front guard plate. 


H6 
Disconnect the hydraulic hoses at the 
steering gear. 


On 260 late production, the clamp retaining the 
pressure hose at the front axle member must be 
removed, 


Install protection plugs in the hose connections. 


H7 
Remove the steering gear. 


Remove the retaining screws. Remove the steering 
gear. Save the spacers. 


H8 
Take out the steering gear. 


Pull the steering gear down until free from the steer- 
ing shaft joint. Then take it out on the left side. 


Save the dowel pins. 


Power steering gear, Cam Gear 


disassembly 

Power steering gear type Cam Gear. 

Disassembly 

Special tools: Cleanliness 
1801 Pull hammer 
2520 Work stand Do not allow dirt or foreign matter to come in contact 
5046 Fixture with power steering components. Contamination will 
5049 Sleeve cause malfunction of the system or leaks causing 


unnecessary repairs. 


Repairs to the power steering system should be ac- 
complished in a dirt and dust free area. Clean com- 
ponents thoroughly before disassembly. 


| 1 
Install the steering gear on a stand. 
Use work stand 2520 and fixture 5046. 
Use a U-bolt from the vehicle. 


I2 
Clean the exterior of the steering gear. 
Check inner and outer joints for wear 


I3 
Disconnect the rubber bellows from the 
steering gear. 


_ Drain the lubricant. 
Early type steering gears: collect the oil in a pan. 


Power steering gear, Cam Gear 
disassembly 


T4 
Remove the tie rods. 


Use a 7/8" wrench to hold the rack on the ou- 
termost tooth, 


Use a 30 mm 1-3/ 16" wrench to turn the joint. 


Is 
Remove the oil tubes. 
I6 
Remove the pre-tensioning device. 
Remove cover, piston, O-ring and spring. 
y a) | m } a y 125 805 
I7 


Remove the lower pinion cover. 
Remove the spacer sleeve. 


126 606 


Group 64 
Steering 41 


Power steering gear, Cam Gear 


disassembly 


I8 
Bend up the locking tab. 
Remove the nut. 


Use adapter 5053 to hold the outer end of the shaft. 
The valve should not move axially when removing 
the nut, 


T9 
Remove inner race with ball retainer and 
the cup. 
Use tool 5049 


Note: be sure to count the number of turns in order to 
obtain same pinion height when reinstalling. 
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Group 64 
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I10 
Remove the valve housing cover. 
Remove the outer dust seal. 


Itt 
Disassemble the valve housing. 


Remove the spring. Lift up the valve housing and 
the pinion, 


Be careful not to damage valve and valve housing. 


m 
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Power steering gear, Cam Gear 
disassembly 


178 611 


I12 
Remove the lock screw for the right side 
housing. (note aluminum spacer washer) 


I13 


Pull off right side housing and connecting 
tube. 


I14 
Pull out the rack and pinion sleeve. 


L185 


Remove the lock screw for the left side 
housing. 


Note: special sealing washer with rubber insert. 


Power steering gear, Cam Gear 
disassembly 


I16 
Pull out the outer tube. 


Check that outer tube and O-ring make good contact. 
(Slight resistance when removing). 


128015 


17 
Pull out the inner tube. 


Check that inner tube and O-ring make good 
contact. 


I18 
Remove upper bearing and pinion seal. 
Use pull hammer 1819. 


I19 
Remove lower bearing race. 
As necessary and only if the bearing is replaced. 
Use two narrow screwdrivers to remove the race. 
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Power steering gear, Cam Gear 
disassembly 
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I20 

Remove the left housing from the fixture. 

om the O-rings and the protection 
ug. 


[21 


Right housing: remove O-rings and 
spacer sleeve. 


I22 


Bearing sleeve: remove inner and outer 
seals and O-rings. 


123 
Piston seal. 


Replace if damaged or if the vehicle mileage exceeds 
40,000 km (25,000 miles). 
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Power steering gear, Cam Gear 
disassembly 


[24 
Inner tube. 
Remove snap ring, spacer washer and seal. o 
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[25 m { 
Clean, inspect, replace. 


Replace all seals, O-rings and the valve cover as- 
sembly. Piston seal: see step 123. 


If the pinion, control valve or valve housing is da- a . 
maged, replace the parts as an assembly. 


The rack bearing assembly should be replaced if 
the bushing is damaged. 
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Power steering gear 
Cam Gear 
B21 1979- 


illustration for 
reference only 
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Power steering gear 
Cam Gear 

B27 1979 

B28 1980- 


illustration for 
reference only 
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Power steering gear, Cam Gear 
Assembly 


Power steering gear type Cam Gear 


Assembly 
Special tools: 5052 Drift 5182 Guide 
1801 Standard handle 5053 Sleeve 9177 Torque gauge 
2520 Work stand 5054 Cover . : 
5046 Fixture 5056 Sleeve Lubricant: 
5049 Sleeve 5175, 5176 Nipples “Lubricant for steering gear’ Volvo P/N 1161001-1, 


Oil all parts prior to assembly. 


J2 


Install the plastic ring and O-ring on the 
rack bearing. 


>” = 


J3 
Install the snap ring on the inner tube. 


Be careful not to scratch the sealing surface with 
the snap ring. 

Also check that the end of the tube has no sharp 
edges that could damage the O-ring when inserting 
the tube. 


Piston seal. 
See step | 23. 
First install the O-ring and then the plastic ring. 


Use the fingers to install the plastic ring. If difficult, 
heat the ring to 40-50°C = 100-120°F. 


Group 64 
Steering 49 


Power steering gear, Cam Gear 


Assembly 


J5 
Fit spacer and oil seal, 
First fit the spacer washer (1) from the rack 
toothed side. Then cover the rack teeth 
with tape and fit the oil seal (2). 
J6 


26 Me 


Fit plastic ring and second spacer 
washer. 


Remove the tape, Fit plastic ring (3) and second 
spacer washer (4). 


J7 
Install the seal in the left housing. 
The seal lip should face UP. 


50 


Group 64 
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J8 
Install the bearing. 


Prior to assembly, check that the bearing turns freely 
on the pinion shaft. 


Use drift 5052 and standard handle 1801 to install 
the bearing. 
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Power steering gear, Cam Gear 
Assembly 


| 2 
| Install two O-rings in left side housing. 


Make sure O-rings protrude above the groove. If not 
housing must be replaced. 


126 862 


J10 


_ Install spacer washer and two O-rings in 
right side housing. 


See note above. 


* 
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J11 
Install the left side housing on the stand. 
Use work stand 2520 and fixture 5046. 


Install inner tube and spacer washer. 


Lubricate the end of the inner tube so that it enters 
easily and install with spacer washer. 


J12 
Install outer tube. 


Make sure the tube and the holes have well rounded 
edges so they do not damage the O-ring. 


Align the tube so that the screw holes correspond. 
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Power steering gear, Cam Gear 


Assembly 
J13 
Check the position of the outer tube. 
Check the alignment of the lock screw holes. ” 
J14 ( 
Condition: 
Tube hole too far in. 
Difference permitted: 
0-0.5 mm = 0-0.02". o~ { 
| Remove the tube and add spacer washers, see step 
J16. 
jis Qt 
Condition: 


Tube hole too far out. 


Difference permitted: 
0-0.5 mm = 0-0.02". 


Remove the tube and try thinner spacer washers, ~ ( 
see step J16. ; 


mt 


J16 
Spacer washers available. 
e Note: 
eve thy 2 tel " " These spacer washers must be installed between 
84219 0.10 mm 004" the snap ring and the existing spacer washer. 
J17 


After corrections; remove the outer tube. 
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Power steering gear, Cam Gear 
Assembly 


J18 
Install rack. 


Install the rack with seals and spacers in the inner 
tube, Position sleeve 5056. 


128 914 


J19 
Position seals and spacers. 


Use the rack and sleeve 5056 to press in the sleeves 
and the spacers in the inner tube. 


J20 
Remove the sleeve. 


Pull out the rack a maximum of 100 mm = 4", no 
more as the rack teeth will damage the seal if pulled 
out too far. 


Let the rack remain in this position. 


J21 
Install the snap ring for the seal. 


J22 
Install the outer tube, 
Use the stop screw with the special sealing washer. 
Torque: 19+2 Nm = 14+1.5 ftibs. 
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Power steering gear, Cam Gear 
Assembly 


J23 
Install the bearing. 


Oil the bearing. Position it in the outer tube so that a 
the stop screw holes align 
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J24 ~ | 


Install the seal. 


Wrap tape around the rack edge. Install the seal. 
Remove the tape. 


Install the plastic ring. 
Position it together with the seal in the bearing. 


J26 
Install the connecting pipe. 


Install the connecting pipe with seal in the right side 
housing. 
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Power steering gear, Cam Gear 
Assembly 


J27 
Install right side housing. 


Insert right side housing, with connecting pipe and 
rubber seal, Align hole in housing to correspond with 
hole for lock bolt. 


Make sure edges of tube and stop screw hole are 
chamfered. Lubricate the end of the tube. 


tas eri 


J28 
Install the lock bolt. 
Use an aluminum washer. 
Torque: 19+2 Nm = 14+1.5 ftilb. 


Caution: do not overtighten as this will cause the 
rack to bind. 


J29 
Install outer race for pinion lower bearing. 
Only if the bearing is replaced. 


Lubricate pinion and rack. 
Use grease 1161001-1. 


J30 
Install the pinion. 


The rack should protrude 48 mm = 1.89” with the 
pinion in place, The pinion flat side should be toward 
the rack end. 


Be careful when installing the pinion, not 
to damage the valve. 


The flat portion for the lock bolt should be in one 
of the three positions shown. 


Make sure rack and pinion engage properly, 
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Power steering gear, Cam Gear 
Assembly 


J31 
Install bearing cup and ball retainer. 


Use tool 5049 to screw on the cup. The shaft end 
should protrude approx. 9 mm = 23/64". It will 
facilitate adjustment later on. 


\ 


Note: be sure to count the turns as per illustration I9. 
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J32 
Install outer race for lower pinion bearing. 


J33 
Install spacer sleeve on top of the bearing 
race. 

J34 


Measure distance from spacer sleeve to 
face of housing. 


Make sure the spacer sleeve is seated correctly. Use 
ruler and feeler gauge to measure. 
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Power steering gear, Cam Gear 
Assembly 


For feeler gauge 


mm 


0.20-0.25 
0.25-0.35 
0.35-0.45 
0.45-0.60 


0.50-0.70 


inch 


0.008-0.010 
0.010-0.014 
0.014-0.018 
0.018-0.024 


0.020-0.028 


1206931 
1206934 
1206931 


1206934 
1206934 


JS35 


Use chart to determine gasket of cor- 
rect thickness. 


J36 
Install gasket. 
Then install tool 5054. 


This tool will then remain in place until adjusting 
balance procedures are finalized (at op. K28). 


JS37 
Install the O-ring. 


J38 
Install the valve housing. 
Be careful, not to damage house or valve. 
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Power steering gear, Cam Gear 
Assembly 
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J39 
Install coil spring. 


Big end first in. Make sure the coil spring cannot 
get engaged in the uppermost groove of the valve 
housing. 


In case this groove is visible, adjust the valve up 
by turning the lower bearing with tool 5049. 


Note: spring tension is relative to rack noise. 


J40 
Install valve housing cover. 
Install the cover on drift 5182. Install the assembly. 


Make sure the coil spring does not become 
squeezed under the cover. 


Torque: 19+2 Nm = 14+1.5 ft.lb. 


Note: Late production steering gears are equipped 
with a dust shield. 


J41 
Adjust pinion shaft position. 


Input shaft shoulder should be 1.5mm = 0.06" 
above the cover face. 


To adjust the position, turn the lower bearing with 
tool 5049. 


J42 
Install shaft nut. 


Position the lock plate and the nut. Use tool 5033 
to hold when tightening the nut. 


Do not lock the lock plate. 
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Power steering gear, Cam Gear 
Assembly 


J43 


Measure clearance. 

Place the pre-tensioning piston, without O-ring, in 
the housing. Measure clearance between piston and 
housing. 


Use ruler and feeler gauge. Press the piston against 
the rack. Push the rack in and out to determine maxi- 


mum clearance. 


J44 
Measure shims. 


The shims chosen should equal the clearance 
measured plus 0.05-0.15 mm = 0,002"-0.006" 
to obtain a correct play. 


J45 
Install spring and O-ring. 


J46 
Install shims and cover. 
Torque: 192 Nm = 1441.5 ft.lb. 
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Power steering gear, Cam Gear 
Assembly 


J47 
Check pinion torque. 


Use torque gauge 9177 and adapter 5053 to crank 
the rack in and out between end positions. 


Correct torque: 0.9-1.7 Nm = 8-15 in.lbs. 


If torque in any place is excessive, stop rack in that 
position and readjust pretension. If the rack jams 
with pre-tensioning piston removed, rack is warped 
and should be replaced. 


Note: use socket 5179 for late production steering 
gears. 


J48 
Attach the oil pipes. 


Early production 3/ 16" pipes, late production 1/4" 
pipes. 


J49 
Install the tie rods, 


Left and right side tie rods can be swapped to obtain 
unused lock portion 


Do not use a tie rod with broken lock. 


Use a 30 mm = 1-3/16" wrench to turn. Use a 
7/8" wrench to hold on the outermost tooth. 
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J50 
Lock the tie rods. 


Use a narrow punch to lock the ball joints in the 
rack recesses. 
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Power steering gear, Cam Gear 


Installation 
J51 
Install the rubber bellows and tighten the 
clamps. 
J52 


Adjusting valve and filling oil and “fluid 
grease” is made after the steering gear 
is installed. 


Also see operation K31. 


Installing power steering gear type Cam 
Gear 


Including adjusting balance 


Special tools Lubricants: 
5175, 5176 Nipples “Lubricant for steering gear” 
5049 Sleeve Volvo P/N 1161001-1 


5055 Oil pressure gauge Automatic Transmission fluid (ATF) 


KI 
Installing the steering gear. 


Position the steering gear while attaching the pinion 
shaft to the steering shaft. Make sure the pinion 
shaft recess becomes correctly aligned for the lock 
bolt, 


Note: the dowel pins must be removed if a new 
steering gear is installed in an older vehicle without 
dowel pin holes. 


To adjust steering shaft, see operations A25-A34. 


K2 
Install right side U-bolt and spacer. 
Do not tighten the nuts fully. 


Note: spacer block, spacers and U-bolt must be 
used for late production installations. 
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Power steering gear, Cam Gear 
Installation 


K3 
Install left side retaining screws. 


Use washers and spacers. Tighten all screws and 
U-bolts. 


Torque: 20+5 Nm = 1444 ftlbs. 


K4 
Attach the tie rods to the steering arms. 
Torque: 60+10 Nm = 44247 ftibs. 


K5 
Connect the steering shaft. 


Install the lock bolt. Check that no tension remains 
in the steering shaft joints. Tighten the nut. 


Torque: 25+5 Nm = 18+4 ftlbs. 


K6 


Connect the oil return line to the steering 
gear. 
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Power steering gear; Cam Gear 
Adjusting balance 


K7 
Connect test instrument. 


Use nipples 5175 and 5176 to connect test in- 
strument 5055. 

The hose from the instrument valve should be con- 
nected to the steering gear. 


Nipples 5175 and 5176 are used instead of 
previous nipples 2865 and 2990. 


. 6-cyl, Models: 


Connect test instrument 5055 between the power 
pump and the oil pressure hose. 


K8& 


Position the pressure gauge in front of 
the windshield. 


Turn the dial so that it can be easily read from the 
driver's seat. 


K9 
Fill oil in power steering oil container, 


Fill ATF oil, start engine and idle. Fill until level has 
stabilized at correct level. 


K10 
Turn steering wheel slowly to right side 
and left side end positions. 
Turn several times with slow motion to let the pump 
work with low pressure. Fill oil as necessary. Stop 


turning wheel when oil in container is almost free 
from bubbles, 


Install the container cover. 
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Power steering gear, Cam Gear 
Adjusting balance * 


K11 
Remove steering wheel padding. 


Insert a screwdriver between the padding and a 
spoke. Pry up. 


Late production units: pry loose the center cover. 


K12 


Check balance when turning the steering 
wheel to the right. 


Turn the steering wheel to almost right end position. 
Connect a torque gauge to the steering wheel center 
nut. Use the torque gauge to turn slowly to the 
right. Read the torque when the pressure gauge 
reading reaches 1.2 MPa = 170 psi. 

It is very important that the torque reading is noted 


exactly when the pressure is reached. The pressure 
will remain if the torque is lowered in this position. 


K13 


Check balance when turning the steering 
wheel to the left. 


Turn the steering wheel to the left. Read the torque 
the same way as for right side. 


K14 
Torque reading. 
Correct reading: 3.5-5.0 Nm = 30-40 in.lbs. 


Incorrect reading may indicate incorrect pump 
pressure. 
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Group 64 
Steering 


K15 
Torque difference between sides. 


Difference between sides must not exceed 1.0 Nm 
= 0.73 ftlb. = 8.8 in.lb. 


If difference is excessive, balance must be adjusted. 


K16 
Adjusting balance. 


Stop the engine. Remove nut and lock washer from 
pinion lower bearing. 
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Power steering gear, Cam Gear 
Adjusting balance 


K17 
Adjusting balance. 
Turn the lower pinion bearing race. 


Lock washer in original position provides 9 full 
adjustment steps, each giving a pressure difference 
of 1 Nm = 88 inilbs. 

Lock washer in reversed position gives 9 additional 
intermediate steps. The first one giving a pressure 
difference of 0.5 Nm = 4.4 in.lbs. 


K18 
Lower pressure reading when turning 
right. 
Example: pressure difference is 1 Nm. 


Unfold the lock washer tab. Bend in the next tab, 
to the left of the unfolded tab. 


Turn the bearing race to the left. 


Use tool 5049. Turn until the race recess fits the 
lock tab. 
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K19 
Lower pressure reading when turning 
left. 


Example: pressure difference is 1 Nm. 


Unfold the lock washer tab, Bend in the next tab, 
to the right of the unfolded tab. 
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Adjusting balance 


K19 
(cont) 


Turn the bearing race to the right. 


Use tool 5049. Turn until the race recess fits the 
lock tab. 


K20 
Install lock washer and nut. 
Tighten the nut but do not lock the washer. 
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K21 


Check pump pressure at left side end po- 
sition. 

Start the engine. Turn the steering wheel fully to 
the left. Press to left end for max. 10 seconds while 
reading the gauge. 

Correct pressure: 

Saginaw: 5.5—7 MPa (780-1000 psi) 

ZF, early prod.: 7.5 MPa (1005 psi). 

ZF, late prod.: 5.8 MPa (825 psi). 


K22 
Check pump pressure at right side end 
position. 
Turn the steering wheel fully to the right. Press to 
right end for max. 10 seconds while reading the 
gauge. 
Pressures as in K21. 
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Power steering gear, Cam Gear 
Adjusting balance 


K23 
Incorrect pump pressure: 


Check pump capacity. 

Shut the gauge valve for max. 10 seconds. Pump 
pressure should reach correct reading, otherwise the 
pump is defective. 


K24 


After adjustments: 
Recheck balance. 


K25 


Recheck of balance when turning the 
steering wheel to the right. 


Turn the steering wheel to almost right end position. 
Connect a torque gauge to the steering wheel center 
nut. Use the torque gauge to turn slowly to the 
right. Read the torque when the pressure gauge 
reading reaches 1.2 MPa = 170 psi. 


It is very important that the torque reading is noted 
exactly when the pressure is reached. The pressure 
will remain if the torque is lowered in this position. 


K26 


Recheck of balance when turning the 
steering wheel to the left. 


Turn the steering wheel to the left. Read 
the torque the same way as for right side. 


Correct reading: 3.5-5.0 Nm = 30-40 in.lbs. 


Difference between sides must not exceed 1.0 Nm 
= 8.8 in.lbs. 


K27 
Stop engine. Lock the nut. 
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Power steering gear, Cam Gear 
Adjusting balance 


K28 
Remove adjustment ring 5054. 
Recover the gasket. c 


K29 ct 


Install pinion cover and cover gasket. 
Torque: 19+2 Nm = 14+1.5 ftilb. 


K30 all 


Filling lubricant: 
Remove inner clamps from rubber bellows. 
s) 
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K31 


Inject "fluid grease” 


Inject approx. 1/4 of the tube content in each rubber 
bellow. 
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Power steering gear, Cam Gear 
Adjusting balance 


K32 


Install the clamps. 


K33 


Lubricate rack. 
Squeeze the rubber bellows to lubricate the rack. 


K34 
Reinstall the steering wheel padding. 


Use vaseline to lubricate the pins. Press padding 
into position. 


Late prod, models: install center, 


K35 
Remove the test instrument. 
Reconnect the pressure hose at the steering gear. 
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Power steering gear, Cam Gear 


Adjusting balance 


K36 
Late prod. 6-cyl. Models: 


Attach the clamp on the front axle member. 


Manual 
steering 


Power 
steering 
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angle 2 a 


24° +8' 


K37 
Final check, 


Start the engine. Turn the steering wheel from stop 
to stop, with a slow and even movement. 


Check fluid level, refill as necessary. (ATF). 


K38 
Install wheels. 
Use the markings to avoid rebalancing. 
Torque: 120+20 Nm = 90+15 ft.lbs. 

K39 


Check/ adjust toe-in. 
Use rust protective oil to seal the tie rod threads. 
Lock nut torque: 7O+10 Nm = 50+7 ft.lbs. 


129581 


lebs fee 
4.5+1.5 mm |3.5+1 mm 2.541 mm 
3/16"+1/16"|9/64"+1/32"| 3/32"+1/32 
3.0+£1.5 mm |2.0+1 mm 1.541 mm 
5/64°+1/32") 1/16°+1/32" 


1/8°+1/ 16" 


Power steering gear, ZF 
Checking balance 


Power steering gear type ZF 
Checking balance 


Pa) 


Special tools: 


5055 Oil pressure gauge 
5175, 5176 Nipples 


-— i] 
Connect the test instrument. 


Use nipples 5175 and 5176 to connect test in- 
strument 5055. 

The hose from the instrument valve should be 
connected to the steering gear. 


Nipples 5175 and 5176 are used instead of 
previous nipples 2865 and 2990. 


-er 
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L2 
Position the pressure gauge in front of 
the windshield. 


Turn the dial so that it can be easily read from the 


| 
} driver's seat. 
| liad 


L3 
| Remove steering wheel padding. 


Insert a screwdriver between the padding and a 
- 7 a spoke. Pry up, 

i I \ Late production units: pry loose the center cover. 
\ \oa 3 
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Power steering gear, ZF 
Checking balance 
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Check balance when turning the steering 
wheel to the right. 


Start the engine. 

Turn steering wheel to almost right end position. 
connect a torque gauge to the steering wheel center 
nut. Use the torque gauge to turn slowly to the 
right. Read the torque when the pressure gauge 
reading reaches 2.0 MPa = psi. 


It is very important that the torque reading is noted 
exactly when the pressure is reached. The pressure 
will remain if the torque is lowered in this position. 


L5 


Check balance when turning the steering 
wheel to the left. 


Turn the steering wheel to the left. Read the torque 
the same way as for right side. 


L6 
Torque reading. 


Correct reading: 4-4.5 Nm = 35-40 in.Ibs. Incorrect 
reading may indicate incorrect pump pressure. 
Difference between sides must not exceed 0.5 Nm 
= 4.4 in.lbs. 


If difference is excessive, the steering gear should 
be replaced. 
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Power steering pump, Saginaw 
Disassembly 


Power steering pump Saginaw 


Special tools: 


2863 Drift 
5047 Puller 
5051 Puller 


Disassembly 


Mi 
Determine end play. 


Remove bracket and pulley. Use a dial gauge to 
measure end play (note it), Correct play: 0.05-0.10 
mm = 0,002-0.004". 


M2 
Remove pressure hose fitting. 


Put the pump in a vise, Remove the pressure hose 
fitting. 
Wrench 25 mm. 


M3 
Remove oil reservoir. 


Use a soft-tipped hammer. Tap lightly to remove 
the oil reservoir. Be careful not to damage the oil 
reservoir. 
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Power steering pump, Saginaw 
Disassembly 


M4 
Remove O-rings and magnet. 


4 
Ta TTT 5 6 


Use a narrow screwdriver to press in the lock ring 
through the side hole. Use another screwdriver to 
bend out the lock ring. 


Lift out pressure plate and spring. 


M6 
Remove the dowel pins. 


M5 
Remove end plate and spring. 
Use pliers. 


M7 
Remove pressure plate. 
Use pliers. 


i ll 


Power steering pump, Saginaw 
Disassembly 


Remove the O-rings. 


| 


| 


| me 
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Mg 
Remove the shaft. 


Hold the shaft. Use two screwdrivers to remove 
the snap ring. 


Remove the shaft. 


M10 


Remove rotor, pump ring, thrust plate 
and flow control valve. 


Turn the housing upside down to remove the parts, 


M11 
Remove shaft seal. 
Use pullers 5051 and 5047. 
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Power steering pump 
Saginaw 
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Power steering pump, Saginaw 
Assembly 


Assembling power steering pump 
Saginaw 


L.-T 
N17 

Press in the shaft seal. 

Use drift 2863. 


N2 
Install thrust plate and dowel pins. 


N3 
Install rotor, 
Install the rotor without vanes. Then install shims 
to equal the play noted in operation M1 minus 
0,10 mm. 
Shims available: 
P/N Thickness 


1272 634 0.05 mm 
1272 635 0.10 mm 
1272 636 0.20 mm 
1272 637 0.30 mm 


Install the snap ring, rounded edge IN. 


N4 
Install rotor ring. 


The ring marking UP and toward the boss on the 
housing. 


Power steering pump, Saginaw 
Assembly 


N5 
Install the rotor vanes. 
The rounded edges of the vanes should face OUT. 


N6 
Install the two O-rings. 


N7 
Install pressure plate and spring. 


Position the pressure plate so the dowel pins fit 
in the recesses, 


128 604 


N8 
Install end cover. 


Position the pump housing in a vise. Use a clamp 
to press in the cover while installing the retaining 
ring. 
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Power steering pump, Saginaw 
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Msi), 
0,05-0,10 mm mm 


Assembly 
N9 
Check end play. 
Use dial gauge. Correct end play: 
0.05-0.10 mm = 0.002-0.004". 
N10 
Install flow control valve and spring. 
N17 


Install O-rings and magnet. 


The magnet will collect ferric particles which may 
be suspended in the oil. 


N12 
Install the oil reservoir. 


Oil the O-rings (ATF). Install the oil reservoir, with 
a new O-ring. 
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Power steering pump, ZF 
Disassembly 


Power steering pump ZF 


Disassembly 


O7 
Remove front seal. 

02 
Remove snap ring and rear cover. 

O03 


Remove spring and pressure plate. 
Use pliers to remove the pressure plate. 


lh 
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Power steering pump, ZF 
Disassembly 


04 
Remove rotor and cam ring. 


Turn pump over, tap lightly on end until parts fall 
free. 


If the cam ring does not come loose, let it remain 
until later on. 


115 622 


O05 
Remove ball bearing retaining ring. 

06 
Press out the shaft. 

07 


Push out thrust ring. 


Also push out cam ring, if remaining. 
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Power steering pump, ZF 
Disassembly 


08 
Remove plug, control valve and spring. 


Hex 27 mm. ef 
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i ¥. o & 


Remove O-rings. 


Check all parts for wear and scratches. Replace worn 
or damaged parts. Replace all O-rings. 


If the pump housing bushing is defective, replace a 
housing assembly. Rotor, vanes and cam ring are 
also replaced as an assembly. 
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Power steering pump ZF 
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Power steering pump, ZF 
Assembly 


Assembling power steering 
pump ZF 


Install bearing on shaft. 
(if replaced) 


The bearing is retained by snap rings on both sides. 


FP2 
Press the shaft into the housing. 


t 


Install bearing retaining ring. 


r 


P4 
Install thrust plate. 


Locate the thrust plate with the dowel pin in one 
of the holes. 


+15 Gay 


Power steering pump, ZF 


SS. Se eee ae 

P§ 
Install the cam ring. 
Install on dowel, arrow UP. 

16 642 

P6 
Install inner O-ring. 
One of the O-rings is smaller. 

P7 
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Install rotor assembly. 


Install with recessed round shaft hole DOWN, 
toward drive side. 


Vanes with rounded ends toward cam ring. 


118 WN 


P8 
Install pressure plate. 
The dowel pin should align in one of the outer holes, 
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Power steering pump, ZF 
Assembly 


Install outer O-ring. 
Install spring. - 
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Install cover. 
Clamp cover when installing retaining ring. 


o 


P11 r 


install control valve. 


P12 
Install spring. 
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Power steering pump, ZF 


Assembly 
P13 
Install the plug 
Use a new copper seal. 
Hex 27 mm. 
P14 


Install the shaft seal 
Tap lightly until the seal is properly seated. 


oe so 
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